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INDUCTION COIL
Application field

7 3-32 mm HM

7 6-32 mm HSS

Shank folerance hé

PNEUMATIC VERTICAL ROD
No need for manual support of the induction coil.

LEVER COMMAND “UP/DOWN"
Allows to contral the position of the coil
on the shrinking-on point.

POWER CONTROL
Minimal heating due fo manual
operation.

FIELD OF WORK

Maximum reel rod coil: h=600 mm

Maximum caaling height: h=500 mm
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TOOLHOLDERS SUPPORT
BUSHINGS
=

Em——— COOLING START

= o @
POWER GENERATOR
. AC- 3 x 400V 50Hz
i 16 Ampere
13 Kw

Dimensions:
approx. 320 x 800 x 1950 mm

Weight:
approx. 175 Kg




The SFU.332.FS - Fast & Safe made by Mickros Plus, represents the evolution and synthesis between the Magnetic
Induction Shrinking Unit MCT 332 EVO and URR.01 Rapid Cooling Unit.

TECHNICAL FEATURES AND ADVANTAGES

SHRINK FIT

The device is equipped with:

= a pneumatic rod which allows to operate by
disengaging from manually supporting the magnetic
induction coil,

» the positioning of the magnetic induction coil on the
shrinking point can be controlled with the utmost
precision by means of an up / down contral lever
located on the operating surface of the machine,

« the shrinking is done in a simple and infuitive way.
By means of a Start button, power is supplied to the
coil and the toolhalder is heated.
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How it works:

- The process takes place in a few seconds with a
variable fime according to the different mass of
steel present on the walls of the coupling hole of the
toolhaolder used.

+ As soon as the tool is inserted into the hole of the
toolholder, the power supply is suspended.

« Within a few seconds the Grip phase for tool
fightening begins.

COOLING

Safety:

« The Rapid Cooling Device is integrated into the
machine, allows you fo activate the cooling cycle in
complete safety without manual movement of the
toolholder and is activated by means of a manual
start buttan.

« At the end of the fimed cooling cycle, the toolhalder
will be automatically repositioned on the completely
cooled machine surface and in a condition to be
handled in TOTAL SAFETY.

The cooling time, predefined by a timer, is calibrated
to cool the toolholders with mare critical mass in the
heating zone and to obtain maximum safety in the
subsequent remaval operation.

Advantages:

« The Rapid Cooling device is completely pneumatic,
everything is managed by a pneumatic control unit
which is located inside the machine.
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« The obvious characteristics of ease of use and
maintenance, economy and safety guarantee cooling
effectiveness and unigue reliability over time.
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